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Product description



Flexible, powerful and reliable

Due to limited disposal possibilities, rising land-
fill site tipping costs, and the ever increasing
shortage of raw material, an improved non-
polluting solution is required. Consequently
recycling and the reprocessing of construction
debris nowadays get more and more important.
The mobile crushing plants of Rockster

guarantee profitable recycling of asphalt,
concrete and demolition rubble as well as
natural stone. The latest model in the product
range of Rockster, the mobile track-mounted
Impact Crusher R1100, has already been
successfully introduced into the market and
ensures best final grain quality.

APPLICATION AREAS OF R1100

rubble virgin stoneasphalt concrete

The R1100 is the optimal solution for recycling and crushing procedures of:

The result:  Perfect cubic final grain



MAIN DIMENSIONS

Transport dimensions: Feeding height: 3250 mm
Length: 12600 mm
Width: 2550 mm
Height: 3250 mm Discharge height:

Main discharge belt: 3200 mm
Transport weight: 32 to Side discharge belt: 2300 mm

Feed hopper:
Feature: Hardox 400
Volume: 5 m³
Feeding length: 4400 mm
Feeding width: 2500 mm
Feeding height: 3250 mm

Vibration channel with2-step pre-screening:
Feature: Hardox 400
Length pre-screening: 1800 mm
Width: 1100 mm
Gap width: 30 mm
Drive: hydraulic

non-incremental 
adjustable

Heavy-duty zig-zag grid



TECHNICAL DETAILS

Impact crusher:

Entry opening:  1100 x 720 mm
Impact circle diameter:  1020 mm
Rotor equipment:           4 blow bars
Crushing ratio                 1:10 – 1:50
Gap adjustment:    hydraulic
Output:                            up to 300 t/h
Rotor speed:                    0-850 rpm
Weight:                            9400 kg
Drive:                               hydrostatic

The Rockster Impact Crusher guaranties high-
est performance and a very high crushing
ratio. Due to 2 hydraulically adjustable swing-
beams, as well as variation of the rotor speed,
the final grain can be optimally influenced.

The material of the impact plates is chosen
specifically, depending on the application, and
the impact plates can be used bilaterally. High
quality wear materials ensure reduced wear.

Maximum flexibility

Main discharge belt:

Belt width: 1200 mm
Discharge height : 3200 mm
Angle: 25°
Drive: hydraulic
Hydraulically lowerable belt

Side discharge belt:

Belt width: 650 mm
Discharge height: 2300 mm
Angle: 20°
Drive: hydraulic
For transport the side discharge belt
folds hydraulically








